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Animal and Plant Health Inspection Service, USDA § 3.102 

7 Lighting intensity and duration must be 
consistent with the general well-being and 
comfort of the animal involved. When pos-
sible, it should approximate the lighting 
conditions encountered by the animal in its 
natural environment. At no time shall the 
lighting be such that it will cause the animal 
discomfort or trauma. 

(2) Drainage must be provided for pri-
mary enclosures and areas imme-
diately surrounding pools. All drain 
covers and strainers must be securely 
fastened in order to minimize the po-
tential risk of animal entrapment. 
Drains must be located so as to rapidly 
eliminate excess water (except in 
pools). Drainage effluent must be dis-
posed of in a manner that complies 
with all applicable Federal, State, and 
local pollution control laws. 

(d) Storage. Supplies of food must be 
stored in facilities that adequately pro-
tect such supplies from deterioration, 
spoilage (harmful microbial growth), 
and vermin or other contamination. 
Refrigerators and freezers (or chilled 
and/or iced coolers for under 12 hours) 
must be used for perishable food. No 
substances that are known to be or 
may be toxic or harmful to marine 
mammals may be stored or maintained 
in the marine mammal food storage or 
preparation areas, except that cleaning 
agents may be kept in secured cabinets 
designed and located to prevent food 
contamination. Food, supplements, and 
medications may not be used beyond 
commonly accepted shelf life or date 
listed on the label. 

(e) Waste disposal. Provision must be 
made for the removal and disposal of 
animal and food wastes, dead animals, 
trash, and debris. Disposal facilities 
must be provided and operated in a 
manner that will minimize odors and 
the risk of vermin infestation and dis-
ease hazards. All waste disposal proce-
dures must comply with all applicable 
Federal, State, and local laws per-
taining to pollution control, protection 
of the environment, and public health. 

(f) Employee washroom facilities. Wash-
room facilities containing basins, 
sinks, and, as appropriate, showers, 
must be provided and conveniently lo-
cated to maintain cleanliness among 
employees, attendants, and volunteers. 
These facilities must be cleaned and 
sanitized daily. 

(g) Enclosure or pool environmental en-
hancements. Any nonfood objects pro-
vided for the entertainment or stimula-
tion of marine mammals must be of 
sufficient size and strength to not be 
ingestible, readily breakable, or likely 
to cause injury to marine mammals, 

and be able to be cleaned, sanitized, 
and/or replaced effectively. 

[66 FR 251, Jan. 3, 2001] 

§ 3.102 Facilities, indoor. 

(a) Ambient temperature. The air and 
water temperatures in indoor facilities 
shall be sufficiently regulated by heat-
ing or cooling to protect the marine 
mammals from extremes of tempera-
ture, to provide for their good health 
and well-being and to prevent discom-
fort, in accordance with the currently 
accepted practices as cited in appro-
priate professional journals or ref-
erence guides, depending upon the spe-
cies housed therein. Rapid changes in 
air and water temperatures shall be 
avoided. 

(b) Ventilation. Indoor housing facili-
ties shall be ventilated by natural or 
artificial means to provide a flow of 
fresh air for the marine mammals and 
to minimize the accumulation of chlo-
rine fumes, other gases, and objection-
able odors. A vertical air space aver-
aging at least 1.83 meters (6 feet) shall 
be maintained in all primary enclo-
sures housing marine mammals, in-
cluding pools of water. 

(c) Lighting. Indoor housing facilities 
for marine mammals shall have ample 
lighting, by natural or artificial 
means, or both, of a quality, distribu-
tion, and duration which is appropriate 
for the species involved. Sufficient 
lighting must be available to provide 
uniformly distributed illumination 
which is adequate to permit routine in-
spections, observations, and cleaning of 
all parts of the primary enclosure in-
cluding any den areas. The lighting 
shall be designed so as to prevent over-
exposure of the marine mammals con-
tained therein to excessive illumina-
tion.7 

[44 FR 36874, June 22, 1979; 63 FR 2, Jan. 2, 
1998] 
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